
Remove the covers and connect the 
enclosure to the ventilation/filtration 
system if applicable

Your connection kit includes: 1 metre 
of flexible hose, 4 self-drilling 
screws, a connection sleeve to be 
fixed in the casing, 2 hose clamps

Open the top part, secure it 
with the stand and fit the filter

Install the filter(s) in the intended 
location(s)

Check that the jack feet are 
correctly installed under the hood
(only with tray + worktop)

Classe II

Classe I

Remove the box

Remove the plastic film from 
the filter

Switch on the unit using either the 
display or the switch under the 
meter (depending on the model)

Remove the plastic film(s) from 
the filter(s)

Place the foam seal around the 
ventilation outlet indicated 
with a red arrow

Connect the box to the cabinet 
using the connection kit

Close the top part and make 
sure it is upright

Ensure that the housings and filters 
are correctly positioned

Check that all cables are 
disconnected

Place the box on the outlet marked 
with a red arrow or use the 
connection kit (see below)

Connect the earth connection

Plug in the subwoofer and connect 
it to a socket, then turn the switch 
to «i»

Plug in the subwoofer and 
connect it to a socket, then turn 
the switch to «i»

Reconnect the box and 
connect the fume hood to a 
socket

Switch on the hood using the 
touch screen
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Level the cabinet using the wedge 
or jack feet (by model)

Install anti-lift screws according to model Using the marker, mark the position of the 
three screws of the stop.

Install the foot cover 

Position the stop using the screws Position the  hinge with the pin facing upwards and secure it with the 
self-drilling screws. Then hook the free end of the cable onto the hinge.

Check door alignment  Earth connection (by model) Remove the caps and connect the cabinet 
to the ventilation/filtration system
if applicable (see overleaf)

Connect the IEC plug end of the cable 
supplied with the cabinet to the white 
box on the rear roof of the cabinet.

Do not store any batteries in the area 
reserved for fire extinguisher operation. 
See sticker in the cabinet
From 335 mm to 535 mm depending on the model

Connect the other end of the 
cable to the wall socket

Maintain a minimum distance of 20 
cm around each battery to ensure 
that the extinguisher functions 
correctly.

Turn the key on the front panel to the 
«Live» position. Make sure «Power On» is lit.

Do not obstruct the closing of doors 
cabinet doors.
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